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Electronic torque / angle wrench
with fixed point-less angle measurement 
for quality control and assembly

EasyWin PC software for parameterization, 
data recording and archiving
 
The EasyWin PC software is included 
in delivery with the Operator ® Plus.
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Quality Made in Germany



• Torque range (3 - 800) N•m

• Torque mode

• Angle mode

• Yield mode *

• Audit functions *
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Radio transmission
 
WLAN, 
2.4/5.2 GHz, 
802.11 a-j
 
ZIGBEE
2.4 GHz / 868 MHz, 
EN 301489 -17

Tool tray 
 
with integrated charging device 
for power supply-independent 
use of OPERATOR ® tools 
in continuous operation

Socket selector box
 
for automatic selection of 
tightening programs on the 
OPERATOR ® manual tools
 

2D scanner 
 
integrated, usable for all 
standard 1D / 2D barcodes 
 
Operable via keyboard
 

Interchangeable
head design

360° - LED-Ring * for 
visualisation of tightening progress

± 60° lockable
 

Replacement battery, 
Li-Ion technology

128 x 64 pixel 
backlit LC-display

Accessories

Robust aluminium / titanium construction

Fixed point-less rotation 
angle measurement 

Technical features
• Internal memory for 2048 Torque / Angle values

• Communication log for external controller *

• Wireless data transfer * WLAN, ZIGBEE

• Tray with integrated charging device *

• Power supply / data cable for continuous operation * 

 
 
 
 

     * optionally available 
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EasyWin PC software 
EasyWin PC software for parameterization, data recording and archiving
The EasyWin PC software is included in delivery with the Operator ® Plus.

 
Technical features
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OPERATOR ®  Plus            Torque [ N•m ]                       Insert dim. [ mm ] Length [ mm ] Weight [ kg ]

 30 3 -  30    9 x 12 350 0,9

 60 6 -  60    9 x 12 430 1,0

100 10 - 100    9 x 12 430 1,0

200 20 - 200  14 x 18 522 1,2

300 30 - 300  14 x 18 800 1,8

400 40 - 400  14 x 18 800 1,8

600 60 - 600  14 x 18 1050 2,4

800 80 - 800  14 x 18 1360 2,4

 

 

 

 
Accuracy torque
± 1% between (20 - 100)% of tool capacity
 
Power supply
Li-Ion, 2500 mAh with overload protection
for approx. 8 hours continuous operation
 
 

Dimensions
 

 
• Convenient database functions

• Statistical evaluation of tightening results 

 

 

 
• Parameterisation of Operator ® Plus tools

• Creation of tightening sequences

• Download and archiving of memory content 
 

Specifications
Accuracy angle *
0.1° resolution of display
 
Display
128 x 64 pixels, graphics-capable,
Backlit, white

* in acc. w. GWK approval certificate Operator Plus 2014



OPERATOR® Plus

GERLACHGmbH und Co. KG.
TOOLS & CALIBRATION

gwk

GWK Norbert Gerlach GmbH und Co. KG
 
In der Steinbach 2 
55758 Schauren
GERMANY
 
Telephone: +49 6786 290 48 60
Fax: +49 6786 290 48 61
 
e-mail: info@gwkgerlach.de

GWK Norbert Gerlach GmbH & Co. KG 
fulfils the requirements in accordance 

with Standard ISO 9001:2008. 
Certificate DE12/81830354

 
TÜV Saarland

If you no longer need this brochure, please pass it on or 
dispose of it in the waste paper collection.
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Customer-specific production
Calibration service
Repair service
 
 


